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being restored’’ means a pressure in-
crease of at least 5 psi). If an electronic
communication link between a control-
ling locomotive and a remotely con-
trolled locomotive attached to the rear
end of a train is utilized to determine
that brake pipe pressure is being re-
stored, the operator of the train shall
know that the air brakes function as
intended on the remotely controlled lo-
comotive.

(d) Each car or solid block of cars
that receives a Class II brake test pur-
suant to this section when added to the
train shall receive a Class I brake test
at the next forward location where fa-
cilities are available for performing
such a test. A Class III brake test as
described in § 232.211 shall then be per-
formed on the entire train.

§ 232.211 Class III brake tests-trainline
continuity inspection.

(a) A Class III brake test shall be per-
formed on a train by a qualified person,
as defined in § 232.5, to test the train
brake system when the configuration
of the train has changed in certain
ways. In particular, a Class III brake
test shall be performed at the location
where any of the following changes in
the configuration of the train occur:

(1) Where a locomotive or a caboose
is changed;

(2) Where a car or a block of cars is
removed from the train with the con-
sist otherwise remaining intact;

(3) At a point other than the initial
terminal for the train, where a car or a
solid block of cars that is comprised of
cars from only one previous train the
cars of which have remained continu-
ously and consecutively coupled to-
gether with the trainline remaining
connected, other than for removing de-
fective equipment, since being removed
from its previous train that has pre-
viously received a Class I brake test
and that has not been off air for more
than four hours is added to a train;

(4) At a point other than the initial
terminal for the train, where a car or a
solid block of cars that has received a
Class I or Class II brake test at that lo-
cation, prior to being added to the
train, and that has not been off air for
more than four hours is added to a
train; or

(5) Whenever the continuity of the
brake pipe is broken or interrupted.

(b) A Class III brake test shall con-
sist of the following tasks and require-
ments:

(1) The train brake system shall be
charged to the pressure at which the
train will be operated, and the pressure
at the rear of the train shall be within
15 psi of the pressure at which the train
will be operated, but not less than 75
psi, or 60 psi for transfer trains, as indi-
cated at the rear of the train by an ac-
curate gauge or end-of-train device;

(2) The brakes on the rear car of the
train shall apply in response to a 20-psi
brake pipe service reduction and shall
remain applied until the release is ini-
tiated by the controlling locomotive;

(3) When the release is initiated, the
brakes on the rear car of the train
shall be inspected to verify that it did
release; and

(4) Before proceeding the operator of
the train shall know that the brake
pipe pressure at the rear of freight
train is being restored.

(c) As an alternative to the rear car
brake application and release portion
of the test, it shall be determined that
the brake pipe pressure of the train is
being reduced, as indicated by a rear
car gauge or end-of-train telemetry de-
vice, and then that the brake pipe pres-
sure of the train is being restored, as
indicated by a rear car gauge or end-of-
train telemetry device. If an electronic
or radio communication link between a
controlling locomotive and a remotely
controlled locomotive attached to the
rear end of a train is utilized to deter-
mine that brake pipe pressure is being
restored, the operator of the train shall
know that the air brakes function as
intended on the remotely controlled lo-
comotive.

§ 232.213 Extended haul trains.

(a) A railroad may be permitted to
move a train up to, but not exceeding,
1,500 miles between brake tests and in-
spections if the railroad designates a
train as an extended haul train. In
order for a railroad to designate a train
as an extended haul train, all of the
following requirements must be met:
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